
Features Material
  UVI Checker used like an ear jack (No need for battery) Case : Aluminum
  Portable and Ultra-Small Size

Physical Dimensions & Connection
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Absolute Maximum Ratings
Symbol Unit

Tsp ℃

RH %Workable Humidity < 80

Fig 1. Physical Dimensions 

Storage Temperature -20 ~ 60
Parameter

         Smart UVI Checker
        GUVA-S12SC-LM01
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Electrical Characteristic (at 25 ℃)

Min. Typ. Max.
0 11+ UVI

Tr 10 sec

Responsivity Curve

Workable Humidity < 80

Symbol Unit
Value

Delay Time

Parameter Remark

Remark

  UV Index Display

Size

  Operating Temperature -20 ~ 50

Value

10Φ × 30 (include Ear Jack : 47mm)

Parameter

UV Index information

6  Weight



 Cautions for installation

         Smart UVI Checker
        GUVA-S12SC-LM01

Connect Jack 
(Ear Jack)

[Sensor]

Sensor unit 
(Aluminum) 

[Connected]

Connect to Smart phone ear jack Keyword in Google Play or APP store
"GenUV" or "Smart UV Index 
Checker”

[Application]

- Watch the different amounts appear in real time on your screen.

- Move around with Smart UVI checker to detect UV(Ultra Violet).

[Sensor][Connected] [Application]

 This is standardized by WHO. It might be little different from each country.


